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Description of Milestone or Deliverable Target Date  Status  
Kick-Off  6/15/2016 Completed

Baseline Cell Gap Analysis Completed  12/14/2016 Completed

Gen1 Safety Design Review  1/25/2017 Completed

Cost Model Alignment  3/16/2017 Completed

Gen2 Cathode Active Material Down-selection  6/14/2017 Completed

Anode Active Material Down-selection (2-3 materials)  6/14/2017 Completed

Phase 1 Deliverables (GO/NO GO) (D1.1) 6/14/2017 Completed

Gen2 Electrolyte Lock (RT Life + HT stability) 8/4/2017 Completed

High vol% Loading Cathode  10/30/2017 Completed

Gen2 Alloy Anode Blend Formulation  11/29/2017 Completed

Next Gen Coating Process Proof-of-Principle 12/27/2017 Completed

Gen3 Electrolyte Lock  1/22/2018 Completed

Gen2 Safety Design Review  3/16/2018 Completed

Cathode Material Lock  6/14/2018 Completed

Anode Material Lock  6/14/2018 Completed

Active Materials Lock  6/14/2018 Completed

Phase 2 Deliverables (GO/NO GO) (D2.1)  6/14/2018 Completed

Next Gen Coating Process Down-Select  9/14/2018 Completed

Gen3 Cell Safety Design Review  12/14/2018 Completed

Final Electrolyte Lock  12/14/2018 Completed

Deliver >250cm2 footprint Cells (D3.1)  12/14/2018 Completed

Phase 3 Deliverables (GO/NO GO) (D3.2)  4/14/2019 Completed

Cost Optimized Cell Designs  5/14/2019 Completed

Program Conclusion  6/14/2019 Completed
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Peak Discharge Power Density, 30 s Pulse

Peak Specific Discharge Power , 30 s Pulse

Peak Specific Regen Power , 10 s Pulse

Energy Density @ C/3 Discharge Rate 

Specific Energy @ C/3 Discharge Rate

Areal Capacity 

Calendar Life

Cycle life - DST

Normal Recharge Time

Maximum Operating Voltage (V)

Minimum Operating Voltage (V)

Maximum Self-discharge
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Peak Discharge Power Density, 30 s Pulse

Peak Specific Discharge Power , 30 s Pulse

Peak Specific Regen Power , 10 s Pulse

Energy Density @ C/3 Discharge Rate 

Specific Energy @ C/3 Discharge Rate

Areal Capacity 

Calendar Life

Cycle life - DST

Normal Recharge Time

Maximum Operating Voltage (V)

Minimum Operating Voltage (V)

Maximum Self-discharge
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Reference Test # of cells tested Results



Cell venting: Did not vent

Venting SOC: Did not vent

Max T at venting: N/A

Max. T: 53.5oC

Cell Did Not Vent, No Fire

EUCAR 2

Voltage and Current



Cell venting: Did not vent

Venting SOC: Did not vent

Max T at venting: N/A

Max. T: 63oC

Cell Did Not Vent, No Fire

EUCAR 2

Voltage and Current
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